
www.ravago.com | wireandcable@ravago.com
03/2024

Enflex® TPE-V
Dynamically vulcanized EPDM/PP blends

HFFR series
PROPERTIES VL-545-60A-F0 VL-545-70A-F0 VL-545-80A-F0 VL-545-90A-F0 VL-545-35D-F0

Test Method Units
PHYSICAL 

Density (23°C) ISO 1183 1A g/cm3 1.09 1.08 1.08 1.04 1.03

Hardness ISO 868 Shore A/D 60A 70A 80A 90A 35D

MECHANICAL
Tensile strength at break ISO 37 MPa 3.89 2.77 3.82 6.25 7.37

Elongation at break ISO 37 % 340 320 340 480 470

Tear strength ISO 34/1 N/mm 13.7 13.4 18.6 31.3 35.9

Compression set (72h/23°C) ISO 815 % 23.7 26.4 38.0 48.5 45.7

Compression set (22h/70°C) ISO 815 % 28.0 32.4 45.3 51.2 53.1

FLAMMABILITY

Flame rating (1.6 mm) UL94 - V0 V0 V0 V0 V0

Glow wire test (2mm/650°C) IEC 60695-2-13 Pass Pass Pass Pass Pass

FEATURES

Flame retardant TPV
Halogen free

Easy processing by extrusion
Black, natural & other colors are available
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Enflex® TPE-V
Dynamically vulcanized EPDM/PP blends

Halogenated FR series
PROPERTIES VO-584-60A-F0 VO-564-65A-F0 VO-574-70A-F0 VM-564-75A-F0 VO-574-80A-F0 VM-564-85A-F0 VO-584-90A-V0

Test Method Units
PHYSICAL 

Density (23°C) ISO 1183 1A g/cm3 1.32 1.32 1.23 1.20 1.23 1.15 1.25

Hardness ISO 868 Shore A 60A 65A 70A 75A 80A 85A 90A

MECHANICAL
Tensile strength at break ISO 37 MPa 4.8 4.3 6.0 6.3 7.0 8.1 9.3

Elongation at break ISO 37 % 535 412 600 550 550 473 550

FLAMMABILITY

Flame rating (1.5 mm/3.0mm) UL94 - - - - - V0/V0 - -

Yellow Card™ certification 
official file number UL 94 - - - - - E316357 - -

FEATURES

Flame retardant TPV
Halogenated

Easy processing by extrusion
Recommended for cable jacketing & sheathing
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