
www.ravago.com | wireandcable@ravago.com
03/2024

Ensoft® TPE-S
SEBS based thermoplastic elastomers

HFFR series
PROPERTIES SD-535-50A-F0 SD-535-60A-F0 SD-535-70A-F0 SD-535-80A-F0 SD-535-90A-F0 SD-535-35D-F0 SD-535-40D-F0

Test Method Units
PHYSICAL 

Density (23°C) ISO 1183 1A g/cm3 1.06 1.04 1.03 1.02 1.01 1.01 1.00

Hardness ISO 868 Shore A/D 50A 60A 70A 80A 90A 35D 40D

MECHANICAL
Tensile strength at break ISO 37 MPa 3.87 5.48 6.71 9.02 11.30 12.90 15.00

Elongation at break ISO 37 % 730 750 730 730 690 690 690

Tear strength ISO 34/1 N/mm 20.3 26.0 32.4 39.6 50.0 55.8 59.0

Compression set (72h/23°C) ISO 815 % 14.2 15.4 15.3 20.7 29.6 36.7 46.7

Compression set (22h/70°C) ISO 815 % 25.1 30.7 36.9 39.3 48.6 50.7 60.4

FLAMMABILITY

Flame rating (1.6 mm) UL94 - V0 V0 V0 V0 V0 V0 V0

Glow wire test (2mm/650°C) IEC 60695-2-13 - Pass Pass Pass Pass Pass Pass Pass

FEATURES

Flame retardant TPE
Halogen free

Easy processing by extrusion
Black, natural & other colors are available
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Ensoft® TPE-S
SEBS based thermoplastic elastomers

Halogenated FR series
PROPERTIES SD-574-60A-F0 SL-584-60A-F0 SL-574-70A-F0 SL-584-75A-F0 SL-574-90A-F0 SL-574-40D-V0 VU-324-90A-TZ

Test Method Units
PHYSICAL 

Density (23°C) ISO 1183 1A g/cm3 1.21 1.32 1.22 1.32 1.23 1.22 0.97

Hardness ISO 868 Shore A/D 60A 60A 70A 75A 90A 40D 90A

MECHANICAL
Tensile strength at break ISO 37 MPa 8.0 5.5 9.0 5.3 12.0 11.0 16.0

Elongation at break ISO 37 % 785 550 750 600 650 565 700

FEATURES

Flame retardant TPE
Halogenated

Easy processing by extrusion
Recommended for cable jacketing & sheathing
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