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RavaCabL® PPc
Non-flame retardant compounds

RECOMMENDED APPLICATIONS

Insulation in power cables, DATA/LAN telecommunications cables, robotic/machinery cables and 
automotive cables

PROPERTIES S2 S2/90 S3 S3/90 S4 S4/90 S5 S5/90
Test Method Units

PHYSICAL 

Density (23°C) ISO 1183-1 / ASTM D792 g/cm3 0,9 0,9 0,9 0,9 0,88 0,9 0,9 0,9

Hardness (15 seconds) ISO R 868 / ASTM D2240 Shore D 62 62 50 50 43 43 55 55

MECHANICAL
Unaged mechanical properties (200 mm/min)

Elongation at break IEC 60811-501 % >550 >550 >550 >550 610 >550 >550 >550

Tensile strength IEC 60811-501 MPa >25 >25 >25 >25 31 >25 >25 >25

Thermal ageing 7 days at 113°C

Elongation at break variation IEC 60811-501 % <30 - <30 - <30 - <30 -

Tensile strength variation IEC 60811-501 % <30 - <30 - <30 - <30 -

Thermal ageing 7 days at 121°C

Elongation at break variation UL 1581 % - <30 - <20 - <30 - <30

Tensile strength variation UL 1581 % - <30 - <20 - <30 - <30

Thermal ageing 7 days at 136°C

Elongation at break variation UL 1581 % - <30 - <30 - <30 - <30

Tensile strength variation UL 1581 % - <30 - <30 - <30 - <30
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