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ENFLEX® & EZPRENE® TPV/ENSOFT® TPE-S

Ravago TPE for
Pipe Joint Seals

EN681-2:2000

Material requirements for pipe joint seals used in water and drainage applications thermoplastic elastomers

» Thermoplastic piping systems for non pressure waste water discharge
(intermittent flow up to 95°C) inside buildings;

» Thermoplastic piping systems for non-pressure underground drainage and
sewerage (continuous flow up to 45°C and intermittent flow up to 95°C);

» Thermoplastic rainwater piping systems.

The EN 681-2:2000 standard sets physical property requirements based on three hardness classifications;
50, 60 and 70.
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SEBS Solutions K .
* Meets the requirements of EN 681-2:2000
* 50,60 and 70 IRHD Hardness

* REACH and RoHS conformity
* %100 recyclable

KOMO

+ Suitable to process via injection molding
* Easy to color with masterbatch
» Temperature range from -40 C to 110°C

TPV Solutions

* Meets the requirements of EN 681-2:2000 and KIWA approvals
* REACH and RoHS conformity

* %100 recyclable
* KIWA Approved Material:

* ENFLEX VU-420-50A-D2-900-KWA




ENFLEX® & EZPRENE® TPV/ENSOFT® TPE-S

Enflex®
Pipe Joint Seals

60 IRHD Hardness
Density Tensile Elongation Compression Set Aging Stress Relaxation | Volume Change
Strength at break 1ISO 815-B 7 Days At 70 °C % 1SO 3384

Tensile Strength Change
Water (7 days at 70°C)

1SO 1817 %
Ozone Resistance

Elongation Change
1ISO 1731-1 %

1SO 2781 g/cm3
Hardness Change
IRHD ISO 48

1SO 37 %

7 days at 23°C
100 days at 23°C

1SO37-1 Mpa
1SO 371 Mpa
72h/ 23°C
22h/ 70°C

Standart 60 - . 4 300 25 40 65 +-5 410 +-15 22 32  +8/-1  pass
EN681-2000 +-5

VU420- 60 50 1,00 5,1 650 16 33 55 +2,5 +10 +2 22 31 +0,34  pass
50AD29000KWA

Key Properties

gecertificeerd
* Meets the requirements of EN 681-2:2000

K®
» KIWA Approved Material:
* (RoHS) REACH and RoHS conformity “.

* %100 recyclable KOMO

« Suitable to process via injection molding
* Easy to color with masterbatch
» Temperature range from -40 C to 110°C
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Ensoft®

int Seals

Pipe Jo
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50,60 and 70 IRHD Hardness options are available.



Manufacturing
plants

Germany Turkey India
Global R&D Center

USA

Aliaga Plant

Ravago

Q Ravago Petrokimya Uretim A.S.
Coraklar Mh. 5000 Sk. No:7-17 AOSB Aliaga/ izmir / Tiirkiye
& +90 850 314 70 99
@ www.ravagopetrokimya.com =« tpe.sales.tr@ravago.com

Before using a RAVAGO product, customers and other users should make their own independent determination that the product is suitable for the intended use. They should also ensure that they can use the RAVAGO product safely and legally.
This document does not constitute a warranty, express or implied, including a warranty of merchantability or fitness for a particular purpose. In addition, no immunity under RAVAGO intellectual property or third parties' intellectual property rights
shall be implied from this document. No one is authorized to make any warranties, issue any immunities or assume any liabilities on behalf of RAVAGO except in a writing signed by an authorized RAVAGO employee. Unless otherwise agreed in
writing, the exclusive remedy for all claims is replacement of the product or refund of the purchase price at the option of RAVAGO , and in no event shall RAVAGO be liable for special, consequential, incidental, punitive or exemplary damages.
Al information (“Information”) contained herein is provided without compensation and is intended to be general, but confidential in nature. You should not rely on it in making any decision. RAVAGO accepts no responsibility for results obtained by
the application of this Information, and disclaims liability for all damages, including without limitation, direct, indirect, incidental, consequential, special, exemplary or punitive damages, alleged to have been caused by or in connection with the use
of this Information. RAVAGO disclaims all warranties, including, but not limited to, the implied warranties of merchantability and fitness for a particular purpose, that might arise in connection with this information.



